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Light Olive Brown Lean Clay with Sand (CL) (2.5Y
5/4) Soft, dry, 60% clay, 25% fine sand, 15% silt
(Fill)

@ 5 ft.:  Oxidation staining throughout

@ 10 ft.: Driller says formation to soft for core
recovery from 10-14 ft.

Very Dark Gray Sandy Lean Clay (CL) (5Y 5/1)
Soft, wet, 65% clay, 25% fine sand, 10% gravels
(Fill)
@ 15 ft.: Driller pushed from 15 to 20 ft. without
air, very soft

Olive Gray Weathered Mudstone, Moderately
consolidated, intensely fractured, low hardness,
weak, deeply weathered oxide staining throughout

@ 31 - 33 ft.: Oxidation staining along 40°
fracture zones

From 31.4 - 35 ft.:  Platey bedding fractures

Bottom of boring at 35 ft.

BENTONITE-
CEMENT SEAL: 0
to 2 ft.

BENTONITE-
PELLET SEAL:   2
to 4 ft.

Medium Aquarium
SANDPACK: 4 to
31.5 ft.

4" DIA. SCHED.
40 PVC CASING:
+2.2 to 6 ft.

8.5" DIA.
BOREHOLE: 0 to
31.5 ft.

4" DIA. SLOTTED
CASING (0.040"):
6 to 31 ft.

HOLE CLEANED
OUT to 31.5 ft.
BOTTOM WELL
CAP:  31.5 ft.

BENTONITE-
PELLET
BACKFILL:  31.5
to 35 ft.
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Final Remedial Investigation Report
Casmalia Resources Superfund Site
Casmalia, California
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